


Since 1982 Esart foundry
has specialized in the casting 
of copper components with the 
maximum cast mass of 5 Tons. 
These components are used
where a very high electrical con-
ductivity min. of 85 IACS%
is required.

All the components are supplied 
finish machined.
Our company supplies different 
copper base alloys castings, 
copper forging and components 
assembled by welding.

Technical service guarantees
the exchange of information
necessary for the improvement
of the design and the best
operational performance of
each specific component in order 
to fulfill the requirements
for either of the end users
or the major plant manufacturers 
worldwide.  

Our Quality Assurance
philosophy complies with ISO 
9001:2008, certification obtained 
in 2002 and certified bi-annually 
by Moody Int. 

High purity copper
castings and forgings
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Equipment for
Ferrous Industries
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Equipment for
Ferrous Industries
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Equipment for
Ferrous Industries
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Equipment for
Ferrous Industries
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Equipment for
Ferro-Alloy Industry
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Equipment
for
Non-Ferrous
Industries



Equipment
for Non-Ferrous 
Industries
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other Applications



other
Applications
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quality assurance
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ISO UNI BS AFNOR DIN ASTM

Cu-CATH Cu-CATH 5649/3-88 Cu-CATH-2 KE-Cu 2.0050 1708 CATH B 115-83

Cu-ETP Cu-ETP 5649/1-88 Cu-ETP C 101 6017:1981 Cu-a1 51-50 1983 E-Cu 57 2.0060 1787 ETP C 11000

E-Cu 58 2.0065 1787

Cu-FRHC Cu-FRHC 5649/1-88 Cu-FRHC C 102 6017:1981 Cu-a2 51-50 1983 FRHC C 11020

Cu-OFE Cu-OFEC 110 6017:1981 Cu-c2 51-50 1983 OFE C 10100 B 170-82

Cu-OF 1337-1980 (E) Cu-OF 5649/1-88 Cu-OF C 103 6017:1981 Cu-c1 51-50 1983 OF Cu 2.0040 1787 OF C 10200 B 170-82

Cu-HCP 431-1981 Cu-HCP 5649/1-88 SE-Cu 2.0070 1787 OFXLP C 10300 B 379-80

Cu-DLP 1337-1980 (E) Cu-DLP 5649/1-88 Cu-b2 51-50 1983 SW-Cu 2.0076 1787 DLP C 12000

Cu-DHP 1337-1980 (E) Cu-DHP 5649/1-88 Cu-DHP C 106 6017:1981 Cu-b1 51-50 1983 SF-Cu 2.0090 1787 DHP C 12200 B 379-80

Cu-Ag 0,05 5649/2-88 Cu-Ag 0,05

Cu-Ag 0,15649/2-88 Cu-Ag 0,1 Cu-Ag 0,12 1203 17666

Cu-Ag 0,05(OF) 1336-1980(E) Cu-Ag 0,05(OF) 5649/2-88 Cu-Ag 0,05 (OF)

Cu-Ag 0,1(OF) 1336-1980(E) Cu-Ag 0,1 (OF) 5649/2-88 Cu-Ag 0,1 (OF)

Cu-Ag 0,05(OF) 1336-1980(E) Cu-Ag 0,05(P) 5649/2-88 Cu-Ag 0,05 (P)

Cu-Ag 0,1(OF) 1336-1980(E) Cu-Ag 0,1 (P) 5649/2-88 Cu-Ag 0,05 (P) Cu-Ag 0,1 P 2.1191 17666

Cu Cd 0,5 5649/2-88 C 16200

Cu Cd 1 5649/2-88 C 108

Cu As (P) 5649/2-88 C 107 DPA C 14200 B379-80

Cu S (P0,01) 5649/2-88 C 111 Cu-S (P0,01) Cu S P 2.1498 17666

Cu S (P0,03) 5649/2-88 Cu-S (P0,03) C 14710

Cu Te (OF) 5649/2-88

Cu Te (P) 5649/2-88 C 109 Cu Te (P) Cu Te P 2.1546 17666 DPTE C 14500



ESART Srl
Via E. Fermi, 16-18
25020 FLERO, Brescia

info@esart.it
p +39 30 35 81 514
f +39 30 26 80 541

www.esart.it
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